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Occupational Safety and Health Administration Sf%;/

MATERIAL SAFETY DATA SHEET  war2s e l

A

Required under U‘?Dl Safety und Hedlth Regulations for Shm Rupax»"n't,
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)__ [l

| SECTION | ) !
MANUFACTURER'S NAME EMERGENCY TELEPHONE NO,
" STABOND CORPORATION ’ (213) 770-0591
ACOREB LG SIS TR AYENUEY GARDENA, CA. 90249
" NEOPRENE GONTACT CEMENT TSRABSRE" TSR (Dack pe 542
CHEMICAL FAMILY NA FORMULA NA e R ‘
SECTION Il - HAZARDOUS INGREDIENTS ‘
PAINTS, PRESERVATIVES, & SOLVENTS | % | [TtV ALLOYS AND METALLIC COATINGS % | o= |
PIGMENTS BASE METAL
CATALYST . ‘ ALLOYS
VEHICLE | METALLIC COATINGS
SOLVENTS 80 PLUS COATING OR CORE FLUX
ADDITIVES OTHERS
OTHERS
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % | (aie)
(SOLVENT BLEND-TOLUENE, ACETONE, HEXANE) - - TOLUENE (18} 100 IIPM
ACETONE 19| 1000 |PPM
HEXANE _|53| 500 ypM
|
SECTION Il - PHYSICAL DATA i
BOILING POINT (°F.) 135 SPECIFIC GRAV'TV (H0=1) APPROX! 0 . 8 } i
VAPQR PRESSURE (mm Hg.) ' 180 SsR\ng\IM\é%%\T'LE APPROX. | 0.85 f
VAPOR DENSITY (AIR=1)  APPROX. 3.0 MﬁIE 6-1.5
SOLUBILITY IN WATER APPROX. 8% (SOLVENT ONLY)

AppEARANCE AND ODOR T, TGHT TAN FLUID-ORGANIC HYDROCARBON ODOR

SECTION IV - FIRE AND EXPLOSION HAZARI). DATA

tc o) FLAMMABLE LIMITS 1_1_52”_.{—1—520"1 ROX
,» FOAM OR DRY CHEMICAL

SPECIAL FIRE FIGHTING PROCEBURES

HANDLE AS FLAMMABLE HYDROCARBON LIQUID IN WET STATE

UNUSUAL FIRE AND EXPLOSION HAZARDS

CLA O POILIT (M had used)<0°

EXTINGUISHING MEDIA CO
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SECTION V - HEALTH HAZARD DATA

THRESHOLD LlMI
100 PPM (TOLUENP)

TEFFECTS OF OVEREXPOSURE

HEADACHE, NAUSEA, IMPAIRMENT OF COODINATION, INTOXICA’IION NARCOSIS

EMERGENCY AND FIRST AID PROCEDURES

b—

REMOVE FROM EXPOSURE, LOOSEN ANY TIGHT CLOTHING. APPLY ARTIFICAL
RESPIRATION IF UNCONSCIOUS

SECTION VI - REACTIVITY DATA

STABILITY UNSTABLE CONDITIONS TO AVOID

STABLE X

INCOMPATABILITY (Materials to avoid]

HAZASROUTATIRAY  REL BAEE® ToXIC GASES DURING COMBUSTION

CONDITIONS TO AVOID

MAY OCCUR

HAZARDOUS
POLYMERIZATION,

WILL NOT OCCUR X

SECTION VII - SPILL OR LEAK PROCEDURES

STLEPS TO BE TAKEN [N CASE MATERIAL 1S RELEASED OR SPILLED

-

SOAK UP WITH ABSORBENT MATERIAL

WASTE DISPOSAL METHOD . . 3

BURY IN CLOSED CONTAINER

SECTION VIl - SPECIAL PROTECTION INFORMATION
S RO N AT ATED CHARCOAL FILTER FOR EXTENDED VAPOR EXPOSURE,

QCAL EXHAUST SPECIAL

ventiarion | H3EC 6TV IN WELL VENTTLATED AREAS . |
i
fs%ﬁf‘ﬂ'cc‘)‘hmﬁzfﬁé*ﬂ SURFACE APPLICATTONG ™" |

PROTECTIVE GLO EVE PROTECTION
RECOMMENDED (POLYETHYLENE) RECOMMENDED

OTHER PROTECTIVE EQUIPMENT

l SECTION IX - SPECIAL PRECAUTIONS

PRE%STII%O%TO BE TAKEN IN HANDLING AND STORING

STORE NEAR HEATING EQUIPMENT
STORE AS IPLAMMABLE LIQUID
OTHER PRECAUTIONS

O NOT EXPOSE VAPORS TO OPEN FLAME, SPARKS OR NON-EXPLOSION PROQOF
ELECTRICAL EQUIPMENT, ‘
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